
Installation 
Manual
SEAT EXEO 5DR
SEA-EXEO-E-A

COMPONENTS INCLUDED
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CL-M02 x 2 CL-P02 x 2 CL-W01 x 1



Side Shade 
Installation  
SEAT EXEO 5DR
SEA-EXEO-E-A

COMPONENTS NEEDED: 

1 + 8

STEP #1 STEP #2

STEP #4STEP #3

STEP #5 STEP #6 ENSURE SECURELY FITTED IN PLACE
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CL-P02 x 1

CLEAN THE AREA WHERE CLIPS
ARE TO BE MOUNTED (AS IN STEP 2) WITH 
THE SURFACE CLEANER SACHET PROVIDED

PULL DOWN ON LABELINSERT BOTTOM EDGE OF SHADE INTO 
WINDOW TRIM

ATTACH THE SHADE TO THE CLIP

PRESS THE CLIP FIRMLY 
INTO PLACE AND ALLOW 
TO DRY FOR 20 MINUTES



Installation 
SEAT EXEO 5DR
SEA-EXEO-E-AInstallation 

AUDI A4 AVANT
AU-A4-E-A
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Port Shade Installation



Installation 
SEAT EXEO 5DR
SEA-EXEO-E-AInstallation 

AUDI A4 AVANT
AU-A4-E-A
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Tailgate Shade Installation


